
 

GAGE BILT TOOLS ARE AVAILABLE WORLDWIDE 
E-MAIL US FOR A DISTRIBUTOR NEAR YOU. 

44766 Centre Court Clinton Twp. MI 48038 USA  
Ph: +1 (586) 226-1500  Fax: +1 (586) 226-1505  
solutions1@gagebilt.com / www.gagebilt.com 

GAGE BILT 

        MADE in USA  

GB150 
HYDRAULIC HAND RIVETER 

ORIGINAL INSTRUCTIONS 



 Rev. 6/25 GAGE BILT : GB150 INSTALLATION TOOL 

 

 

This unit complies to EN 792-1 Standards 

 Seller warrants that all goods covered by this catalog will conform 

to applicable specifications and will replace or repair, EXW our plant, any 

goods providing defective from faulty workmanship, or material, for 1 year 

from date of shipment.  

 Said warranty to remain in effect if, and only if, such goods are 

used in accordance with all instructions as to maintenance, operation and 

use, set forth in manuals and instruction sheets furnished by seller. 

 Sellers obligation under this warranty shall be limited to the repair 

or rework of the goods supplied or replacement thereof, at Seller’s option, 

and in no case is to exceed the invoice value of said goods. Under no 

circumstances will the seller be liable for incidental or consequential 

damages or for damages incurred by the buyer or subsequent user in 

repairing or replacing defective goods or if the goods covered by this 

warranty are reworked or subjected to any type of additional processing. 

 This warranty is void if Seller is not notified in writing of any 

rejections or defects within 1 year after the receipt of the material by the 

customer. 
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 DESCRIPTION  

WARNING: Any other use is forbidden.  

SPECIFICATIONS 

 

Hand Held Weight -   20.5 oz. (0.58 kg.) 
 
Power source -   Hand operated. Two Valve, cylindrical hydraulic 

 pump assembly, with pressure relief valve. 
 

Hydraulic oil -   Chevron AW Machine Oil 10 ISO-10  
   or equivalent 
 

Setting stroke Max. -   .625" (15.88 mm) 
 
Rated pulling force Max. -   3,500 lbs. (15.6 kN) 

ENVIRONMENTAL USE 
 

WARNING: Do not operate in an explosive atmosphere.  

 

The GB150 can be operated between 0ºF - 118ºF (-17.8ºC / 47.8ºC) 

 

The GB150 is a hydraulic hand operated installation tool designed specifically for the efficient installation of aerospace blind rivets 
and all materials 1/8” diameter pull-thru nut plate fasteners thru 1/4”. It weighs 20.5 oz. (.58 kg.) and can be operated in any position. It 
has a .625" (15.88 mm) fastener setting stroke and a rated pull load of 3,500 lbs. (15.6 kN). 
 
The GB150 installation tool has a two Valve, cylindrical hydraulic pump assembly, with pressure relief valve. 
 
NOSE TIPS ARE NOT FURNISHED WITH TOOL AND MUST BE ORDERED SEPARATELY. (See nose tip selection chart on page 5 for 
recommendations). 
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GENERAL SAFETY RULES: 
 

1. For multiple hazards, read and understand the safety instructions before installing, 
operating, repairing, maintaining, changing accessories on, or working near the  

    assembly power tool for non-threaded mechanical fasteners. 
2. Only qualified and trained operators shall install, adjust or use the assembly power   
    tool for non threaded mechanical fasteners. 
3. Do not modify this assembly power tool for non-threaded mechanical fasteners. Modifications can 

reduce effectiveness of safety measures and increase the risks to the operator. 
4. Do not discard safety instructions; give them to the operator. 
5. Do not use assembly power tool for non-threaded mechanical fasteners if it has been damaged. 
6. Tools shall be inspected monthly to verify all ratings and markings required are legible. 

The employer/user shall contact the manufacturer to obtain replacement marking 
labels when necessary. 

 
PROJECTILE HAZARDS: 
 

1. Disconnect the tool from the energy source when changing inserted tools/nose as-
semblies or accessories. 

2. Be aware that failure of the workpiece, accessories, or the inserted tool/nose assembly 
itself can generate high-velocity projectiles. 

3. Always wear impact resistant eye protection during operation of the tool. 
4. Ensure that the workpiece is securely fixed. 
5. Check that the means of protection from ejection of fastener and/or stem is in place   
    and operative (such as the deflector, pintail collection bottle or catcher bag).  
6. Forcible ejection of the mandrel from the front of the nose assembly is possible. 
 
OPERATING HAZARDS: 
 

1. Use of tool can expose the operator’s hands to hazards, including crushing, impacts,  
    cuts, abrasions and heat. Wear suitable gloves to protect hands. 
2. Operators and maintenance personnel shall be physically able to handle the bulk,  
    weight and power of the tool. 
3. Hold the tool correctly; be ready to counteract normal or sudden movements and have  

both hands available. 
4. Maintain a balanced body position and secure footing. 
5. Release the start-and-stop device in the case of interruption of energy supply. 
6. Use only lubricants recommended by the manufacturer. 
7. Avoid unsuitable postures as it is likely for these positions not to allow counteracting 

of normal or unexpected movement of the tool. 
8. If the tool is fixed to a suspension device, make sure that fixation is secure. 
9. Beware of the risk of crushing or pinching if nose equipment is not fitted. 
10. Due to the tool weight, it is recommended safety shoes be worn during operation. 
11. It is recommended tool be operated not more than 50 out of every 60 minutes, where   
     prolonged use is expected. 

REPETITIVE MOTIONS HAZARDS: 
 

1. When using the tool, the operator can experience discomfort in the hands, arms, 
shoulders, neck or other parts of the body. 

2. While using the tool, the operator should adopt a comfortable posture while maintain-
ing a secure footing and avoiding awkward or off balanced postures. The operator 
should change posture during extended tasks; this can help avoid discomfort and 
fatigue. 

3. If the operator experiences symptoms such as persistent or recurring discomfort, pain,   
    throbbing, aching, tingling, numbness, burning sensations or stiffness, these warning   
    signs should not be ignored. The operator should tell the employer and consult a  
    qualified health professional. 
 

 
ACCESSORY HAZARDS: 
 

1. Disconnect tool from energy supply before changing the nose assembly or accessory. 
2. Use only sizes and types of accessories approved by the manufacturer. Do not use 

other types or sizes of accessories. 
 

 
WORKPLACE HAZARDS: 
 

1. Slips, trips and falls are major causes of workplace injury. Be aware of slippery surfac-
es caused by use of tool and also of trip hazards caused by the air line or hydraulic 
hose. 

2. Proceed with care in unfamiliar surroundings. There could be hidden hazards, such as 
electricity or other utility lines. 

3. The tool is not intended for use in potentially explosive atmospheres and is not insu-
lated against contact with electrical power. 

4. Ensure that there are no electrical cables, gas pipes, etc., which can cause a hazard if  
    damaged by the tool. 
 

 
NOISE HAZARDS: 
 

1. Exposure to high noise levels can cause permanent, disabling hearing loss and other 
problems, such as tinnitus (ringing, buzzing, whistling or humming in the ears). There-
fore, risk assessment and the implementation of appropriate controls for these haz-
ards are essential. 

2. Appropriate controls to reduce the risk may include actions such as damping materials  
    to prevent workpieces from “ringing”. 
3. Always use hearing protection. 
4. Operate and maintain the assembly power tool for non-threaded mechanical fasteners  
    as recommended in the instruction handbook, to prevent an unnecessary increase in  
    the noise level. 
5. Select, maintain and replace the consumable/inserted tool as recommended in the  
    instruction handbook, to prevent an unnecessary increase in noise. 
6. If the power tool has a silencer, always ensure that it is in place and in good working  
    order when the power tool is being operated. 
 
VIBRATION HAZARDS: 
 

1. Exposure to vibration can cause disabling damage to the nerves and blood supply of  
    the hands and arms. 
2. Wear warm clothing when working in cold conditions and keep your hands warm and  
    dry. 
3. If you experience numbness, tingling, pain or whitening of the skin in your fingers or  
    hands, stop using the assembly power tool for non-threaded mechanical fasteners,  
    tell your employer and consult a physician. 
4. Support the weight of the tool in a stand, tensioner or balancer, because a lighter grip  
    can then be used to support the tool. 
 
 

SAFETY WARNINGS 

 TERMS AND SYMBOLS 

- Product complies with requirements 

- Hearing protection and eye protection 

 - Read manual prior to using equipment  

 WARNINGS - Must be understood to avoid severe  
   personal injury. 

 

CAUTIONS - show conditions that will damage 
          equipment and/or structure. 

 

Notes - are reminders of required procedures. 
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 HOW TO SET-UP THE GB150 

WARNING: DO NOT pump tool when spring is not in place. To retract tool with no spring: Bring handles together, push the   
  button with middle finger or free hand. Place thumb and first finger, of same hand, on front of protective shield   
  and force it to the full retracted position. Release button and handles. 
 

WARNING: Operator MUST read and understand all warnings and cautions. 
 

WARNING: It is required that eye protection, hearing protection and safety boots be worn at all times while handling this   
 equipment. 

 

WARNING: The users or the user’s employer must assess specific risks that could be present as a result after each use  
       based on their application.  
 

 ●  Ensure there is adequate clearance for tool and operator's hands before proceeding. Keep fingers clear of any  
     moving parts. Keep fingers clear from fasteners and installed materials. Severe personal injury may result. 
 

    ●  Ensure that there are no electrical cables, gas pipes, etc., which can cause a hazard if damaged by the tool. 
 

WARNING: Do not actuate fastener in the air. Personal injury from fastener ejecting may occur. 
 

WARNING: Do not use as a hammer. 
 

 WARNING: Do not use in explosive atmosphere. 
 

CAUTION: Do not use beyond the design intent. 

The Hydraulic system is sealed and oil should not be added. If the tool should be damaged and leaks oil, RETURN IT TO AN AUTHORIZED 
SERVICE CENTER.  
 
1.  Place the jaws inside the collet (20323). 
 
2.  Place the collet (20323) into the end of spring (50304). 
 
3.  Place other end of the spring (50304) over the puller shaft and thread the collet (20323) onto the shaft hand tight until no threads 
 are showing. 
 
4.  Place the holder (10245) over assembly and hand tighten until threads do not show. 
 
5. Choose a nose tip specific to your needs, (nose tips sold separate see chart below), and thread into the holder (10245) and hand 
 tighten. Reverse for disassembly. It may be necessary to pump tool out 2 or 3 strokes before nose tip can be entirely threaded 
 onto the holder (10245). 
 

(With riveting assembly in place per diagram tool is ready to operate. See pg. 6). 

Image may not reflect actual tool. 

PART NO. SIZE

10231 3/32"

10232 1/8"

10425 5/32"-3/16"

10211 1/4"

*Nose tips not supplied with tool

*BLIND RIVET NOSE TIPS
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 HOW TO USE THE GB150 

WARNING: DO NOT pump tool when spring is not in place. To retract tool with no spring: Bring handles together, push the   
  button with middle finger or free hand. Place thumb and first finger, of same hand, on front of protective shield   
  and force it to the full retracted position. Release button and handles. 
 

WARNING: Operator MUST read and understand all warnings and cautions. 
 

WARNING: It is required that eye protection, hearing protection and safety boots be worn at all times while handling this   
 equipment. 

 

WARNING: The users or the user’s employer must assess specific risks that could be present as a result after each use  
       based on their application.  
 

 ●  Ensure there is adequate clearance for tool and operator's hands before proceeding. Keep fingers clear of any  
     moving parts. Keep fingers clear from fasteners and installed materials. Severe personal injury may result. 
 

    ●  Ensure that there are no electrical cables, gas pipes, etc., which can cause a hazard if damaged by the tool. 
 

WARNING: Do not actuate fastener in the air. Personal injury from fastener ejecting may occur. 
 

WARNING: Do not use as a hammer. 
 

 WARNING: Do not use in explosive atmosphere. 
 

CAUTION: Do not use beyond the design intent. 

Blind Fasteners 
 
1.  Pump handles 3 or 4 times, holding them together fully on last pump.   
  Push the button while handles are together and nose assembly will   
  retract. 
 
 
 
 
 
 
 
 
    

2.  Place fastener stem into the nose tip and insert fastener into desired hole. 
 

Note: Always hold tool so pulling head is perpendicular to surface of material in 
which fastener is being installed. Exert firm pressure against fastener during 
installation. 
 
 
 
 
 
 
 
 
 
 
3.  Pump handles to install fastener. If more than 10 full pumps are required, 
  re-grip fastener by pushing button and bringing handles together, slide   
  tool up on fastener stem and finish installing. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4. After stem breaks, push button and bring handles together, point nose 
tip down and fastener stem will fall out, or can be removed by hand. 

 

5.  Repeat steps 1 - 4.  

Images may not reflect actual tool or fastener 

The Hydraulic system is sealed and oil should not be added. If the tool should be damaged and leaks oil, RETURN IT TO AN AUTHORIZED 
SERVICE CENTER.  
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 Alternative Styles 
(Sold Separately) 

The GB456A is a hydraulic hand riveter designed specifically for the most efficient installation of all 1/8", 5/32", 3/16" and 1/4" diameter 
Cherrymax® and High Clinch® rivets. It weighs 20 .5 oz.(.58kg) and is 6-1/4" high x 6" long x 1 3/4" wide without a pulling head. The 
GB456A has a .625” (15.88mm) max. stroke and a minimum rated pull load of 3,500 lbs. (15.6 kN)  
 
NOSE ASSEMBLIES ARE NOT FURNISHED WITH THIS TOOL AND MUST BE ORDERED SEPARATELY. 

CHERRYMAX®, CHERRYLOCK® AND HIGH CLINCH® ARE REGISTERED TRADEMARKS OF CHERRY AEROSPACE FASTENERS. HUCK® IS A REGESTERED TRADEMARK OF HOWMET AEROSPACE. 


